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Frame Connectors

Description Dimensions

″ (mm)

Reference number

Frame Connectors 3.15 (80) x 0.75 (20) 31753

Power Supply

Description Dimensions

″ (mm)

Reference number

Power supply 24 V / 20 Amp  
(for max. 15 RollerDrives)

15 (380) x 15 (380) x 8.3 (211) 42274

Power supply 24 V / 40 Amp  
(for max. 30 RollerDrives)

15 (380) x 15 (380) x 8.3 (211) 42275

End Caps

Description Dimensions

″ (mm)

Reference number

Extrusion 3.15 (80) flat 3.15 (80) x 1.6 (40) x 0.12 (3) 34208
Extrusion 4.72 (120) flat 4.75 (120) x 1.6 (40) x 0.16 (4) 47469
Extrusion 4.72 (120) medium 4.75 (120) x 2.4 (60) x 0.16 (4) 15006000
Extrusion 5.91 (150) flat 6 (150) x 1.6 (40) x 0.12 (3) 32095
Extrusion 5.91 (150) medium 6 (150) x 2.2 (55) x 0.12 (3) 32096

Round Half Nuts

Description Dimensions

″ (mm)

Reference number

Round half nut M8 1 (25) x 0.75 (20) x 0.375 (10) 12361000
Round half nut M6 1 (25) x 0.75 (20) x 0.375 (10) 12360999
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End caps close the side frames of a conveying line for safety and a 

finished appearance. The following overview shows the five different 

models.

Round half nuts are required for mounting of all components to the Interroll 

standard frame. They can be inserted at any time into the T-slot of the side 

frames.

Frame connectors connect the side frames of two conveyors in one line. Their 

special form guarantees alignment of the side frames. Four frame connectors are 

normally required to connect two conveyor modules together.

A power supply is available for the Intelliveyor and RollerDrive Conveyor. 

The power supply units are installed in a steel enclosure, and each power 

supply has a main switch and internal fuse.


