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reliable beyond limits

Nowadays, the demand to control the noise level of the equipments 
has become a binding obligation. This goes hand in hand with the 
concern about the noise pollution and with the need of reducing it.

That’s why ABC COMPRESSORS has designd and developed 
the so-called NO NOISE SYSTEM solution, being able to adjust 
compressor operation sound levels from 85dBA to 70dBA, 
depending on the request.

TOTAL QUALITY
ISO 9001

ISO 14001
OHSAS 18001
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HEADQUARTER
Eibar
Polígono Azitain nº 6 P.O.Box 87
20600 EIBAR (Guipúzcoa) SPAIN

Tel.: +34 943 820 400
Fax: +34 943 820 235

abc@abc-compressors.com

Contact with our INTERNATIONAL NETWORK 
through:  

www.abc-compressors.com

PRODUCTION PLANT SERVICE OFFICEASSEMBLY PLANT SALES

Air outlet with silencer 

chAmber forced Air inlet with 
silencer

inside the cAbinet:  
motorcompressor

electric cAbinet

receiver And dryer

Air suction with silencer

motor forced ventilAtion 
with silencer
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ACCESS
MAINTENANCE

Design AVAILABILITY

The construction of the cabinet allows the complete isolation of the 
noise coming from the unit in operation. The compressor, as well 
as the motor, are on the standard skid inside the structure, while 
the electric cabinet, dryer and receiver are outside on another skid. 
All the elements are interconnected, as usual. NO NOISE SYSTEM 
includes:

MODULAR PANELS:

Constructed with special soundproof materials that perfectly 
isolate and keep the noise level from 85dBA to 70dBA. 

AIR SUCTION: 

Leading the air directly through the inlet filter into the first 
stage compression cylinders. It is fitted with silencer.

CHAMBER FORCED VENTILATION: 

Through two inlet fans, the cabinet stays cooled avoiding 
overheating, removing the heat dissipated by convection to 
the surrounding air. Silencers are included.

MOTOR FORCED VENTILATION: 

The motor has an independent and specific air inlet. It also 
includes silencer.

GENERAL AIR OUTLET: 

For the ventilation air, with silencer.

Therefore, the motor compressor cabinet doesn’t need any extra air 
conditioning system.

Noise measurement according to ISO 3744.

EASY ACCESS: 

Besides granting the sound isolation, the modular panels also make 
the access easier. Thanks to several double doors all along the walls 
of the structure, as well as to the removable roof panels, the main-
tenance service of the compressor (both the preventive and correc-
tive) can be easily done.

NO MAINTENANCE: 

This cabinet doesn’t re-
quire any maintenance 
work.

COMPLETE RANGE: 

NO NOISE SYSTEM is available for the whole PET range.

EXISTING ABC COMPRESSORS: 

These canopies can be incorporated in already installed com-
pressors sets.

OUTDOORS OPERATION: 

The standard solution can be adapted for outdoors operation. 
Great advantages and costs savings comparing with a regular 
compressor room requiring civil work.

SMALL FRAME

BIG FRAME

Up to 2.300m³/h

Up to 4.200m³/h


