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Unlike many dust collectors, the Cyclone contains no moving or 
replaceable parts and is essentially maintenance free. The air is 
drawn into the Cyclone tangentially and rotates at high velocity 
around the inner circumference. The heavier dust is separated from 
the air by centrifugal action and is deposited in the barrel or hopper.

AAF offers 11 basic selections to handle airflows from 800 CFM 
(1,360 m3/h) to 12,000 CFM (20,400 m3/h). These are sized to 
deal with the majority of small to medium industrial dust collection 
applications. The Cyclone can be used in almost any application 
that generates dust particles greater than 20 microns in diameter. 
This includes sanding, coarse grinding, finishing, material handling, 
conveying, material processing, cutting and crushing.

Use the Cyclone as your primary collector with or without the 
optional after-filter, for dusts of moderate to coarse particle size. 
The Cyclone will remove up to 99% (by weight) of dust generated 
by steel grinding and saw dust.

Cyclone  

Benefits
• Low cost solution to dust collection
• Can be used as a pre-cleaner to supplement other AAF collectors
• Suitable for indoor and outdoor installation needs
• Small footprint for limited space installation

Features
• Welded, heavy construction
• Internal helix
• Fan and motor assembly
• Rotatable blower housing
• Square to round inlet
• Flanged outlet
• Support stand for drum style
• Barrel top adapter with flexible connection

Applications
• Woodworking
• Metalworking
• Foundries
• Plastics
• Rubber
• Chemicals
• Grains
• Food
• Coal
• Ceramics
• Rock products
• Paper
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The information in this document is the property of AAF® International and may not be copied 
or distributed to any third party, or used for any purpose other than that for which it is supplied, 
without the express written consent of AAFCI. 

While the information herein is provided in good faith based on information available when the 
document was created, it should not be relied upon as being complete or accurate, and the 
products advertised within this document, and their components and accessories, are subject 
to change without notice. AAFCI provides this information on an AS IS basis and makes no 
warranties, expressed or implied, or representations regarding same. This document does not 
establish, and should not be taken as establishing, any contractual or other commitment binding 
upon AAFCI or any of its subsidiaries or associated companies.
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Europe, Middle East 
& Africa

AAF Ltd 
Bassington Lane, Cramlington
Northumberland, NE23 8AF UK
Tel: +44 1670 713 477
Email: redfiltration@aafintl.com

AAF, S.A. 
C/ Urartea, 11
Polígono Ali-Gobeo
01010 Vitoria, Spain
Tel: +34 945 214851
Email: redfiltration@aafintl.com

AAF France
Rue William Dian
27620 Gasny, France
Tel: +33 2 32 53 60 60
Email: redfiltration@aafintl.com

AAF Sri
Via Lario, 1
22070 – Fenegrò (CO), Italy
Tel: +39 031 35 25 311
Email: redfiltration@aafintl.com

AAF Luftreinigungssysteme 
GesmbH
Campus 21
Europaring F12 401
2345 Brunn am Gebirge, Austria
Tel: +43 (0) 2236 677 628 0
Email: redfiltration@aafintl.com

AAF – Lufttechnik GmbH
Centroalle 263 b
D 46047
Oberhausen, Germany
Tel: +49 208 828423 0
Email: redfiltration@aafintl.com

AAF – Environmental Control Epe
1, Ifaistou & Kikladon
15354- Glika Nera, Greece
Tel: +30 2106632015
Email: redfiltration@aafintl.com

AAF Hava Filtreleri ve Ticaret AS
Hürriyet Mahallesi
Yakac1k D-100 Kuzey Yan Yol No: 49/1-2
34876 Kartal, Istanbul, Turkey
Tel: +90 216 4495164/65
Email: redfiltration@aafintl.com

AAF International – Middle East
FZS1BC01-BC04, Jebel Ali Dubai, UAE
Tel: 009714 8894886
Email: redfiltration@aafintl.com

AAF Saudi Arabia Ltd.
P.O. Box 59336 Riyadh 11525,
Kingdom of Saudi Arabia
Tel: +966 1 265 0883
Email: redfiltration@aafintl.com

Asia

America Air Filter Manufacturing 
Sdn Bhd
(Asia Regional Office)
Lot 6, Jalan Pengapit, 15/19,
Seksyen 15, 40000 Shah Alam,
Selangor Darul Ehsan, Malaysia
Tel: +603 5039 7733
Email: redfiltration@aafintl.com

AAF (Wuhan) Co. Ltd., (China HQ)
33 Che Cheng Road
Wuhan Economic & Technological
Development Zone
Wuhan, Hubei Province PR,
China 430056
Tel: +86 27 8447 3671 +86 27 8447 3672
Email: redfiltration@aafintl.com

AAF International (Thailand) Co., Ltd.
100 Moo 4 Soi Namdang – Bangplee 44
Bangkaew Bangplee, Samutprakarn 
10540, Thailand
Tel: +66 2738 7788
Email: redfiltration@aafintl.com

Daikin Australia Pty Ltd
(AAF Australia & New Zealand Sales Office)
15 Nyadale Road Scoresby Victoria 3179,
Australia
Tel: +61 (0)3 9237 5562
Email: redfiltration@aafintl.com

North & South America

AAF International
9920 Corporate Campus Drive, Suite 2200
Louisville, KY 40223-5000, USA
Tel: 1 502 637 0011
Toll Free: 1 800 477 1214
Email: redfiltration@aafintl.com

AAF, S de RL de CV
Av. Primero de Mayo No. 85,
Col. San Andrés Atenco,
C.P. 54040 Tialnepantla Edo. 
De Mexico, México
Tel: +52 55 5565 5200
Email: redfiltration@aafintl.com

American Air Filter Brasil Ltda.
Rua Doutor Bacelar, 173-CJ. 121 
Vila Clementino – São Paulo – Brazil
CEP 04026-000
Tel: +55 11 5567 3000
Email: redfiltration@aafintl.com


